Subject: pixel information using envi+idl
Posted by gaurijyoti29 on Thu, 24 Jun 2010 06:35:48 GMT

View Forum Message <> Reply to Message

| want to extract the following information(given below) from
Landsat-5/7 TM/ETM+ files using IDL+ENVI program. | do not wish to do
it manually using IDL+ENVI. | would appreciate your help.

Filename: images/examplelnplmage.img

File codename: inputimage

Start point:(x,y): 388, 663

Pixel center to pixel center distance:(x,y): 25, 25

Rotation: -6
Layer to use: 4
Ignore: 0

Filename: images/exampleReflmage.img

File codename: refimage

Start point:(x,y): 464566, 4940595

Pixel center to pixel center distance:(x,y): 25, 25
Rotation: 0

Layer to use: 4

Ignore: 0

Page 1 of 1 ---- Generated from conp. |l ang. i dl - pvwave archive


http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=usrinfo&id=6807
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=rview&th=30820&goto=71479#msg_71479
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=post&reply_to=71479
http://idlcoyote.com/comp.lang.idl-pvwave/index.php

