Subject: Re: Finding pixel values of GeoTIFF image based on lat/lon (ENVI and IDL
give different results).
Posted by David Fanning on Tue, 06 Nov 2012 01:53:24 GMT

View Forum Message <> Reply to Message

David Fanning writes:

> xindex = Value_Locate(uvec, pt_x)
> |F pt_x = uvec[xindex] > (uvec[1]-uvec[0])/2 THEN xindex = xindex + 1

Whoops!
Shouldn't write code with one hand on a burrito! :-(
xindex = Value_Locate(uvec, pt_x)
IF (pt_x - uvec[xindex]) GT ((uvec[1]-uvec[0])/2.0) THEN $
xindex = xindex + 1
Cheers,
David
David Fanning, Ph.D.
Fanning Software Consulting, Inc.

Coyote's Guide to IDL Programming: http://www.dfanning.com/
Sepore ma de ni thue. ("Perhaps thos speakest truth.")

Page 1 of 1 ---- Generated from conp. |l ang. i dl - pvwave archive


http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=usrinfo&id=4003
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=rview&th=34676&goto=81958#msg_81958
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=post&reply_to=81958
http://idlcoyote.com/comp.lang.idl-pvwave/index.php

