Subject: device, true_color=24, decompose=0
Posted by Gary Fu on Mon, 14 Jun 1999 07:00:00 GMT

View Forum Message <> Reply to Message

Hello,

Based on the IDL documentation the "decomposed=0" for the "device"
command allows users with TureColor displays to use IDL programs written
for standard, PseudoColor displays without modification. But | don't
understand why | got

different results in the following two idl codes:

device, pseudo=8
window, xsize=100, ysize=100

erase, 50

print, min(tvrd()) ; print out 50
tvict, 100, 100, 100, 50

erase, 50

print, min(tvrd()) ; print out 50
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device, true_color=24, decompose=0
window, xsize=100, ysize=100

erase, 50

print, min(tvrd()) ; print out 50
tvict, 100, 100, 100, 50

erase, 50

print, min(tvrd()) ; print out 100

Thanks.
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* Gary Fu, GSC (301) 286-7107 *
* email : "gfu@seadas.gsfc.nasa.gov" *
* NASA/Goddard Space Flight Center  *

kkkkkkkkkkkhkhkhkhkkkkkkkkhhhhkhkhkhkhkkkkkkkhhihkkx

Page 1 of 1 ---- Generated from conp. |l ang. i dl - pvwave archive


http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=usrinfo&id=2006
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=rview&th=9766&goto=15788#msg_15788
http://idlcoyote.com/comp.lang.idl-pvwave/index.php?t=post&reply_to=15788
http://idlcoyote.com/comp.lang.idl-pvwave/index.php

